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A. Introduction

The Pow�R�kraft log splitter is designed for residential
(non-commercial) use and makes your job less
physically demanding, more efficient and safer. With a
log splitter, the log is split when pressed against a fixed
splitting wedge by a pressure plate. An electric motor
assembly provides the power for the system. The motor
is connected to a hydraulic oil pump that creates a flow
of high-pressure oil which runs to a solenoid valve. A
switch set and the solenoid valve lets the operator
actuate the hydraulic cylinder to split a log. An internal
reservoir holds the hydraulic oil that feeds the pump.
The hydraulic assembly is attached to the wheel frame
assembly, making it easy to move the log splitter
around with no lifting. The frame is equipped with
folding handles for storage, pivoting support for
stability and cord storage hooks for convenience. This
log splitter is designed with safety in mind with two
hand operating controls. The electrical motor is
protected by a 15 amp circuit breaker. The pressure
relief valve protects the hydraulic assembly. When the
log is jammed, relief valve will prevent pressure from
going over its maximum allowable level.
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B. Log Splitter Specification for Model #65559

M axim um O utput Force 8,000 lbs (4 tons)
Total S troke (in)- R am Travel 20 �
Recom nd. M ax. Log D iam eter Size     12�
Voltage 120V
M otor 1500W att
M otor H P                                                    1 .75hp
H yd. Pressure                                              2320 P .S .I.
H yd. O il Capacity                                       3 .7 qt.
M axim um Log Length 20 � (520m m )
W heel Size 10 �
Total W eight 134 lbs (60 K g)
L x W x H 3 6 � L x 21 � W x 38 � H

 Factory Warranty                           2 Years
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C. Unpacking and Assembly Instructions

1. Cut bands; remove cover and two inserts supporting the top and the bottom of the unit. Remove
wheels, pivoting support and hardware bag from the box.

2. Put log splitter in the vertical position by holding the top of the beam and carefully lifting the top of the
log splitter until it can stand.

HARDWARE BAG (QTY=1)




