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A. Introduction

The Pow�R�kraft log splitter is designed for residential
(non-commercial) use and makes your job less
physically demanding, more efficient and safer. With a
log splitter, the log is split when pressed against a fixed
splitting wedge by a pressure plate. An electric motor
assembly provides the power for the system. The motor
is connected to a hydraulic oil pump that creates a flow
of high-pressure oil which runs to a solenoid valve. A
switch set and the solenoid valve lets the operator
actuate the hydraulic cylinder to split a log. An internal
reservoir holds the hydraulic oil that feeds the pump.
The hydraulic assembly is attached to the wheel frame
assembly, making it easy to move the log splitter
around with no lifting. The frame is equipped with
folding handles for storage, pivoting support for
stability and cord storage hooks for convenience. This
log splitter is designed with safety in mind with two
hand operating controls. The electrical motor is
protected by a 15 amp circuit breaker. The pressure
relief valve protects the hydraulic assembly. When the
log is jammed, relief valve will prevent pressure from
going over its maximum allowable level.
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B. Log Splitter Specification for Model #65559

M axim um O utput Force 8,000 lbs (4 tons)
Total S troke (in)- R am Travel 20 �
Recom nd. M ax. Log D iam eter Size     12�
Voltage 120V
M otor 1500W att
M otor H P                                                    1 .75hp
H yd. Pressure                                              2320 P .S .I.
H yd. O il Capacity                                       3 .7 qt.
M axim um Log Length 20 � (520m m )
W heel Size 10 �
Total W eight 134 lbs (60 K g)
L x W x H 3 6 � L x 21 � W x 38 � H

 Factory Warranty                           2 Years
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C. Unpacking and Assembly Instructions

1. Cut bands; remove cover and two inserts supporting the top and the bottom of the unit. Remove
wheels, pivoting support and hardware bag from the box.

2. Put log splitter in the vertical position by holding the top of the beam and carefully lifting the top of the
log splitter until it can stand.

HARDWARE BAG (QTY=1)
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3. Check contents of the hardware bag.
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4. Folding Handle: Install the folding handle onto the frame using knobs and carriage bolts. To do this, align square
opening of the folding handle with the frame�s round hole and insert carriage bolt through. Secure it with the
handle knob. Repeat the same steps for the opposite side of the handle and tighten the knobs.

5. Installing Wheels: Insert the Wheel Shaft in the hub of the Wheel and secure it with the Nut provided. Slide
the opposite side of the Wheel Shaft through the opening in the frame and bracket, then screw, it into the
welded nut. Start by hand and then use a wrench and secure the wheel. Repeat these steps to install the second
wheel.
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6. Pivoting Support Installation: Align mounting hole of the Pivoting Support with the frame hole, insert
Bolt and secure with Lock Nut. Repeat these steps to attach the other side of the Pivoting Support.

Bolt

Support

Nut

7. Attach Connecting Link to the Pivoting Support.

Secure Support by
attaching connecting

Link to the frame

D. Special Safety Information

1. Safety Decals

An important part of the safety system incorporated in this log splitter is the Warning Labels and Information
Decals found on various parts of the unit. These decals must be replaced in time due to abrasion, etc. It is
your responsibility to replace the decals when they become hard to read.
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2. Safety Warnings

WARNING

WHEN USING THIS LOG SPLITTER, BASIC SAFETY PRECAUTIONS
(INCLUDING THE FOLLOWING) SHOULD ALWAYS BE FOLLOWED TO

REDUCE THE RISK OF FIRE, ELECTRIC SHOCK AND PERSONAL
INJURY.

� The Unit is to be operated by one person only! Keep in mind that the operator or user is responsible for
accidents or hazards occurring to other people or their property. Always keep area clear of children, pets, and
bystanders.

� Never request the assistance of another person to help you remove a jammed log, or for any other reason.

� Don�t allow children, incapable people, or people who are not familiar with these instructions to operate this log
splitter.

� Dress properly. Do not wear loose closing or jewelry that can be caught in moving parts. Long pants, non-slip
gloves and sturdy work shoes with non-skid soles are recommended when working outdoors. Wear protective hair
covering to contain long hair.

� Keep the working area clean and free from obstructions, i.e. logs, split wood, etc. Cluttered areas invite injuries.

� Work only in daylight or in good artificial light.

� Always inspect your unit before each use and ensure that handles, guards and fasteners are secure and in place.

� Never attempt to use an incomplete machine or one fitted with unauthorized modification. Any modifications
to your machine can cause personal injuries, and will void your Warranty.

� Check the log before splitting. It should be free from nails or wire that may fly out during splitting operation. This
could cause personal injury or damage to the machine. The ends of the log should be cut as squarely as possible.

� Never attempt to split more than one log at a time, unless the ram is fully extended, and you need the second
log to complete the split of the first log.

Do not attempt to load the log while the ram of the log splitter is in motion. You could get trapped and injured.

� Keep your hands and body parts away from the open splits and cracks in the log. The wood can close in
suddenly and cause injury.

� Do not try to defeat or override any safety features.

� Stay alert. Watch what you are doing. Use common sense. Do not operate machine when you are tired, ill, or
under the influence of alcohol or other drugs.

� Never leave the machine unattended when in use.

� Do not use machine in an area were natural gas, gasoline fumes or flammable liquids are present.

� Never open the switch boxes or motor cover. Never try to do any electrical repairs yourself. Contact a
qualified electrician.

� When log splitter is used outdoors, use only extension cords intended for outdoor use.

� Always place log splitter on firm, level ground and block the w heels .

IMPORTANT! ONLY OPERATE THE LOG SPLITTER WITH THE POWER CORD
PLUGGED INTO A PROPERLY GROUNDED OUTLET THAT SUPPLIES THE CORRECT LINE
VOLTAGE AND A MINIMUM OF 15 AMPS OF CURRENT. FOR ADDITIONAL PROTECTION,
IT IS RECOMMENDED THAT A GFCI (GROUND FAULT CIRCUIT INTERRUPTER) OUTLET
BE USED.



8

3. Important extension cord information

�  Make sure the extension cord is in good condition before use.

� Based on the total length of cord that you are going to use, check the chart to make sure the cord meets
the correct minimum cord gauge (AWG) requirements.

IMPORTANT NOTE:

USING AN UNDERSIZED CORD, A LARGER NUMBER CORD GAUGE (AWG) THAN
RECOMMENDED IN THE CHART, OR AN EXCESSIVELY LONG CORD COULD
CAUSE A LOSS IN POWER (VOLTAGE DROPS). THIS PREVENTS THE MOTOR
FROM DEVELOPING ITS FULL POWER AND OVERHEATS THE UNIT AND WILL
VOID YOUR WARRANTY.

EXTENSION CORD CHART

Length (feet) 0 to 25 25 to 50

Cord Gauge (AWG) 14 12

�  Don�t overload extension cords by plugging in appliances that draw a total of watts more than the rating of
the cord.

� Do not abuse the cord; never yank it to disconnect it from the socket or outlet.

� Keep cord away from heat, oil and sharp edges.

� Never expose log splitter to rain or operate in wet conditions, doing so will void your warranty.

� Never attempt to move or reposition the log splitter by pulling the cord.

� Don�t operate the log splitter with a damaged electrical or extension cord.

� Never operate the log splitter unless the power cord is plugged into a properly grounded outlet that supplies
110-120V power, and a minimum of 15 amps of current.

4. Disconnect power cord from power source

� When not in use

� Before servicing

� Before clearing blockages

� Before checking, cleaning or working on the cutting portion of the unit.

� When you need to move or reposition machine.

� Whenever you leave the unit

5. Hydraulic safety

Periodically check for hydraulic fluid leaks by placing a sheet of cardboard under the wood splitter when system is
running.

                                                 WARNING

NEVER USE YOUR HAND OR ANY PART OF YOUR BODY TO CHECK FOR HYDRAULIC
SYSTEM LEAKS WHILE SYSTEM IS PRESSURIZED.

ESCAPING PRESSURIZED FLUID CAN HAVE ENOUGH FORCE TO
PENETRATE SKIN AND CAUSE SERIOUS INJURY.




